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Action POST/GET URL
Turn relay output on http://192.168.1.1/cgi-bin/output?username=user1&password=user1&action=on&pin=relay
Turn relay output on after a 10 second delay http://192.168.1.1/cgi-bin/output?username=user1&password=user1&action=on&pin=relay&delay=10
Turn relay output on for 5 seconds http://192.168.1.1/cgi-bin/output?username=user1&password=user1&action=on&pin=relay&time=5
Turn Relay output on for 5 seconds after a 15 second delay http://192.168.1.1/cgi-bin/output?username=user1&password=user1&action=on&pin=relay&delay=15&time=5
Turn relay output off for 5 seconds after a 15 second delay http://192.168.1.1/cgi-bin/output?username=user1&password=user1&action=off&pin=relay&delay=15&time=5
Turn open collector output on http://192.168.1.1/cgi-bin/output?username=user1&password=user1&action=on&pin=oc
Turn open collector output off http://192.168.1.1/cgi-bin/output?username=user1&password=user1&action=off&pin=oc
Turn Digital 4 PIN output on http://192.168.1.1/cgi-bin/output?username=user1&password=user1&action=on&pin=4pin
Turn Digital 4 PIN output off http://192.168.1.1/cgi-bin/output?username=user1&password=user1&action=off&pin=4pin


